
A. COORDINATE DEVICE LOCATIONS WITH CASEWORK INSTALLER AND FINAL EQUIPMENT LOCATIONS. ENSURE DEVICE LOCATIONS ARE NOT
OBSTRUCTED BY FURNITURE OR IMPEDE EQUIPMENT OPERATION.

B. PROVIDE SHALLOW OUTLET BOX FOR ANY DEVICE LOCATED IN FURRING AT EXISTING SHEER WALL. COORDINATE DEPTH WITH GENERAL
CONTRACTOR.

C. FIELD VERIFY FINAL EQUIPMENT CONNECTION REQUIREMENTS WITH NAMEPLATE DATA OF EQUIPMENT ACTUALLY SUPPLIED TO SITE.

D. REUSE EXISTING CIRCUIT BREAKERS CURRENTLY SERVING AREA OF RENOVATION. REPLACE ALL CONDUCTORS AND RACEWAY WITHIN AREA OF
RENOVATION .

E. PROVIDE CONDUIT HANGERS TO SUPPORT AT LEAST 25% ADDITIONAL RACEWAYS ABOVE ACCESSIBLE CEILING TO ALLOW FOR FUTURE BRANCH
CIRCUITS.

F. PROVIDE HOSPITAL GRADE RECEPTACLES FOR ALL NEW RECEPTACLES IN THIS VA FACILITY. MATCH EXISTING CAMPUS-STANDARD RECEPTACLE TO
INCLUDE RIGHT ANGLE PIGTAILED TERMINAL TO TERMINATE DEVICE - HUBBELL SNAP 8300 INA OR EQUIVALENT.

G. PROVIDE 120V, 20-AMP BRANCH CIRCUITS FROM EQUIPMENT BRANCH PANEL EL3D TO SERVE NEW FIRE/SMOKE DAMPERS. CONNECT TO FIRE/SMOKE
DAMPERS USING 2#12 AND 1#12 GROUND IN 3/4" CONDUIT.

N

COORDINATE MOUNTING HEIGHT OF DEVICE WITH OWNER.

PROVIDE CONNECTION BELOW SINK FOR ELECTRONIC SENSOR OPERATED FAUCET AND CONNECTION TO WATER CLOSET FLUSH SENSOR.

PROVIDE CONNECTION FOR SECURITY SYSTEM AND DOOR CONTROLS PANEL.

PROVIDE CONTROL VOLTAGE CIRCUIT FOR HVAC CONTROLS ABOVE ACCESSIBLE CEILING.
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